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Compact modular design
25X25mm;

More than 550lm@350mA;
RGB-A, RGB-W, AWB colour
mixing;

CREE® XP-E , XP-C compatible;
Luxeon® REBEL compatible;
Z-Power Seoul® Z5 compatible;

Four LED s lighting solution module

Lens group holder max width: 25x25mm
Total high (MCPCB-top holder): 13mm
Precise self-guide positioning.
Efficiency: 80 - 87% depends of lens
aperture.

Lens apertures (FWHM):
Narrow 12°
Medium 25°
Wide 45°
Elliptical 157 45°
Asymmetric 157 50° a=6°

Lens apertures will be generated by a
top holder lens converter made in clear
optic PMMA. The lens converter doesn’t
go out from the top holder aperture.

The right aperture value depends on
used kind of led colour.

User defined top lens converters could
be available on demand.

MATERIALS
Lens: Clear optic grade PMMA.
Holder: Black PC-ABS.
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NARROW BEAM 12°FWHM

4 LEDs 70Ilm = 280Im total leds flux
Area= 0.6x0.6mt

Distance = 1mt

On axis = 2980lux

MEDIUM BEAM 25°FWHM

Optic converter texture above

4 LEDs 70Ilm = 280Im total leds flux
e Area= 1x1lmt
== Distance = 1mt
== On axis = 890lux
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WIDE BEAM 45°FWHM
Optic converter texture above

4 LEDs 70Ilm = 280Im total leds flux
/ Area=1,2x1,2mt

Distance = 1mt
On axis = 423lux

OVAL BEAM 15%45°FWHM
Optic converter texture below

4 LEDs 70lm = 280Im total leds flux
Area=1,2x1,2mt

Distance = 1mt

On axis = 903lux
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. . ASYMMETRIC BEAM / WALL WASHER 15950° a=6°
Prismatic side UP

4 LEDs 70Im = 280Im total leds flux
Area = 2x2mt

Distance from wall = 0,2mt

Imax = 308lux

Direction of the 6 ° deviation

Optics Lite srl — 1 23875 Osnago (LC) - Italy
Tel: +39 039 9280116 — Fax: +39 039 9289189
Web: www.opticslite.com - E-mail: info@opticslite.com

“Tailoring your optical wear..”




Quadra Lite 4xR - Lighting Module

Rif.: Quadra_Lite 4xR_Rev10 - dated 08 July 2011

Industrial Patent n.°1.386.705 Pag.5di5

Optics Lite srl — 1 23875 Osnago (LC) - Italy
Tel: +39 039 9280116 — Fax: +39 039 9289189
Web: www.opticslite.com - E-mail: info@opticslite.com

“Tailoring your optical wear..”




